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Fire Bowls and Fire Bowl Inserts 

For (Automated) Model 100 
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This manual should remain with the homeowner or parties responsible for operation. 

      (Rev G) 

For your safety: 
 

If you smell gas: 
1. Shut off gas to the appliance 
2. Extinguish any open flame 

near unit. 
3. If odor continues, immediately 

call your gas supplier 

For your safety: 
 

Do not store or use any gasoline or 
other flammable vapors and / or 
liquids in the vicinity of this or any 
other appliance. 
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1.0 Gas and Electrical requirements: 
 
1.1 Input Voltage: 120 Vac / 60 Hz to Grand Effects Control Panel 
1.2 Output Voltage: 24 Vac 
1.3 Gas type:                  Natural Gas                 Propane 
1.4 Gas Pressure: Nominal: 7ò wc                         11òwc  
 

 
 
1.4 Gas flow:  1 Bowl system: 60,000-80,000 btu/hr 
    2 Bowl system: 120,000-160,000 btu/hr 
    3 Bowl system: 180,000-240,000 btu/hr 
    4 Bowl system: 240,000-320,000 btu/hr 
 
 
Note: Check with your gas supplier to verify gas flows and pressures available at the location 
of your installation.  In many cases utility companies will install larger meters at no charge to 
accommodate larger flows. 
 
2.0 Installation 
 

Warning: This unit is for outdoor use only 
      Recommended CSA/AGA Clearances: Sides 4 ft/Top 6ft 

 
2.1 Do not install near any combustibles such as wood structures, fuels, clothing, fabrics 

or dry vegetation. 
2.2 Install Bowls well out of the way of pedestrian traffic. 
2.3 Installation shall be performed by a licensed contractor.  All aspects of installation 

must conform to local or national codes, or in the absence of codes, with Natural Fuel 
Gas Code ANZI Z223.1. 
The Control Panel and approved gas valve shall be located where they can be easily 
accessible so that the gas can be shut off quickly in case of an emergency.  

2.4 Install the Control Panel and gas piping as shown in Fig. 1(Natural Gas) or Fig. 2 
(Propane Gas) or Fig.3 (Commercial Installation). Gas lines must be clean and free 
from any dirt, debris or contamination.      

2.5 Note that propane piping is different than natural gas (shown in Fig. 1 and Fig.2). 
2.6 The gas piping shall be installed underground between the Control Panel and each 

Fire Bowl as shown in Fig. 1.  The piping shall be reduced to 1/2ò NPT or larger at 
each bowl as shown in Fig. 4. At each bowl, a 90 gas pipe elbow must be installed on 
gas line for proper installation of gas hose. Do not kink or make tight radius bend on 
gas hose. 

2.7      Low voltage wiring (14 or 16 ga. 24Vac) shall be installed underground between the 
Control Panel and each Bowl. Wire per Grand Effects wiring diagram. 120v source into 
Control Panel can come from any 120v source, including auxiliary relay from pool 
controller or home system. Typically, the pool controller is the device that turns the unit 
on/off. If a pool controller is not available, Grand Effects can provide a hand held 
remote system or an electrician can wire a decorative switch for on/off control up 
stream of the Grand Effects Control Panel. 

2.8 Maintain good piping practice by keeping pipe length and elbows to a minimum to 
eliminate unnecessary pressure drops. Corrugated flex gas lines should not be used. 
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2.9 Gas and electric should be centered in middle of column. 
2.91 On commercial installations, it is recommended to install a keyed switch and kill switch 

located in close proximity and in visible sight of feature or features. The keyed and kill 
switches are supplied by others. 

 
 
                            Note:   The gas and electrical connection at each Bowl must 
                                         be located at the center of each Bowl.  The connections 
                                         must be installed as shown in Figure 4. 
      
 

 
Fig. 1 (Natural Gas) 
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Fig. 2 (Propane Gas) 
 
 

 
 

Fig. 3 (Commercial Installation) 
 
 
 

 

 
 

 
Fig. 4 
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Important: The Mounting Bracket must be installed for proper cooling of Burner   
                   Assembly.  Warranty is voided if bracket is not installed.        

 
 
 
 

2.7 0    Install Mounting Bracket as shown in Fig. 5. The Mounting Bracket should be      
           secured to the wall using three bolts.  
2.7.1 Center Bowl on top of Mounting Bracket. The Bowl should rest on top of the three 

spacers located on the Mounting Bracket. With hammer, carefully bend over metal 
prongs to secure bowl. 

2.7.2 Install 90° pipe elbow and gas hose at gas connection as shown in Fig. 5 
2.7.3 Connect Gas Hose to Burner Assembly. 
2.7.4 Install wire nuts on wires from Control Panel and Burner Assembly.  Be careful to hook 

up the ñpositiveò to the ñpositiveò and the ñnegativeò to the ñnegativeò. Wrap wire nuts 
with electrical tape or some means to prevent moisture from getting in. Make sure wire 
nuts are positioned at bottom of bowl, away from bottom of burner assembly. 

2.7.5 With all gas connections tight, position Burner Assembly so that it sits level in the 
Bowl.  Rotate as required so that the gas hose rests in a compact position. 

 
Note: Do not caulk or seal around the base of the Bowl. 

(See Fig. 10) 
 

Important:                                                                                                                                                 
Do not kink or make sharp radius on metal gas hose. Do not come straight up with gas 
hose. As shown below, a 90 gas pipe elbow must be installed on gas line for proper 
installation of gas hose. If not installed with elbow as shown below,  product  warranty 
will be void. 

 

 
 

Fig. 5 
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Optional Drain Orientation-Prevents Dirty Water From Draining Out on Wall  
                                 
      Fig. 6 
 
 
 
 

 
 

Optional Mounting Method Without Mounting Bracket 
 

Fig. 7 
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                                                        Fig. 8 
 
Important:  When customer supplies their own bowl, Burner Assy. must be installed as 
shown below. Mounting Bracket must be installed for proper cooling and drainage. 
Burner Assy. must be installed flush with top of bowl. The Mounting Bracket must be 
installed for proper cooling of Burner Assembly.  Warranty is voided if Mounting 
Bracket is not installed.        
 
 

 
 

 (Customer Supplied Bowls) 
Fig. 9 
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3.0 Burner Setup and Adjustment 
 
3.0 At the Control Panel, turn the manual gas valve to the ñOffò position. 
3.1 With 120Vac coming into the Control Panel, turn the burner switch ñOnò. 
3.2 At each Burner Assembly, check that the spark electrode is arcing across to the pilot 

hood.  You should be able to hear and see the electrode spark.  If there is no spark,  
make sure that the Burner Assembly is receiving 24vac from the Control Panel. Check 
that the Main Gas Adjusting Valve is in the full open position.  It is located on the 
bottom of the Burner Assembly as shown in Fig. 7. 

3.3 Reposition Burner Assembly so that it is sitting level in the Bowl. 
3.4 At the Control Panel, open the Manual Gas Valve. 
3.5 In the Control Panel, turn the Burner switch to the ñOnò position. 
3.6 After all Bowls have been lit, they can now be adjusted for flame size. 
 
           Important : At this time the corresponding Fire Bowl should ignite. 

                    If Burner does not light, it may be a result of air in the gas line. 
                               If this happens, carefully purge the air from the gas line. 
 

Caution: When purging air from a propane system, disconnect wires going to    
                 Burner Assemblies (terminals X1/X2) located in Grand Effects Control. 

      There should be no power at Burner Assemblies when purging  
Propane. Propane Adder valve should remain wired and energized         
when  Purging. After purging is complete, make sure area is vented 
and free from built up gas. Reinstall wires at X1/X2 terminals, thus 
providing to Burner Assemblies. 

 

 
 

Fig. 9 
(View is from bottom side of Burner Assembly) 
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4.0 Burner Adjustment 

                                   
Note: Each Burner should have a flame height of 12ò ï 15ò from the top of the Bowl. 

A lower flame height may create an unstable pilot, resulting in possible on/off  
cycling. 

 
 
 

4.1 The height of the flame can be adjusted at each Burner by opening or closing the İò 
Gas Valve or Keyed Valve as shown in Fig. 4. 

4.2 Each Burner should be adjusted as required so that the flame size at each Bowl is 
similar in appearance to each other. 

4.3 After all Burners have been adjusted, make sure that the Burner Assembly is 
repositioned so that it is sitting level in each Bowl. 

4.4 Install decorative rock or glass on top of the ñBurner Supportò and Burner Assy. Larger 
lava rock is recommended (2ò-4ò in size). It will work better than smaller rock. Make 
sure that all rock is clear of the pilot area and hood area. Pilot Hood area needs to 
remain clear of rock for proper ventilation.   

4.5 Note: Do not use glass with propane installations. (If you use glass, you will need to 
lay down stainless screen to prevent glass from falling through- please consult Grand 
Effects Glass Install Manual. If you use1/4ò pieces of lava it should be treated as a 
glass installation).  

 
 
Note: Both sides of Pilot Hood need to be clear of rock for proper ventilation 

and operation.  
Important: Do not use Fire Glass with propane installations.!! 
 
 
 
5.0 Maintenance 
 
5.1 Periodically clean the Burner Assembly and Bowl with a wet cloth or cleaning solution 

to remove carbon build-up. 
5.2 Frequency of the cleaning will depend on usage. 
5.3 Frequently inspect the gap between the base of the Bowl and the Mounting Bracket.  It 

should be kept free of dirt and debris that may restrict cooling air and drainage.  See     
(Fig. 10) 

5.4 Periodically inspect the underside of the Burner Assembly for any signs of excessive 
temperatures. 

5.5 Check that all gas connections are tight. 
5.6 The units should be operate on a regular basis.  (especially after a rain). The Burner 

Assembly will not work in snow and ice conditions. The Burner Assembly should be 
covered and protected from snow and ice. The Burner should not be operated in high 
wind conditions. High winds can limit the cooling air required for cooling of the Burner 
Assembly and cause over heating of the electronics. 

 
Important:  The System should be turned on/off after a rain to remove any excess 

water in the pilot area. 
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Note: If any problems are present, consult a licensed heating 
                                Specialist or call Grand Effects. 
 
 

 
Fig. 10 

 
6.0 Operation 
 

Warning: This unit is for outdoor use only 
For your safety: 

1. If you smell gas, shut off Gas Valve immediately. 
2. Extinguish any open flame. 
3. If odor continues, immediately call your gas supplier. 
4. Do not store or use gasoline or other flammable vapors and / or liquids in the 

vicinity of this appliance. 
5. Do not leave flame on while unsupervised. 
6. Do not operate in windy or rainy conditions.  If this is done, unit will cycle on and off 

automatically. 
7. Unit should be operated only by a responsible adult. 
8. When in use, an open flame is present, therefore, use with extreme care and at 

your own risk. 
9. Before any inspection of the unit, always turn off power and gas supply at the 

Control Panel. 
10. If you experience problems with this unit, call Grand Effects or a licensed heating 

professional.  All work on this unit shall be performed by a licensed heating 
professional. 
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Caution!   Before you turn on the Grand Effects System, make sure that 

features are clear of people, animals or any objects that are 
combustible. 

 
 
 
 
Operating Instructions: 
 
To turn unit ñOnò: 
1. Open manual gas valve. 
2. Turn Burner Power ñOnò. 
 
To turn unit ñOffò: 
1. Turn Burner Power ñOffò. 
2. Close manual gas valve. 
 
 
 

Note: If Burner fails to light, turn corresponding Burner Switch 
                            in the Control Panel to the ñOffò position then to the ñOnò 
                          position.  This will initiate a new trial for ignition. 
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